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Propelling a nation’s dreams...

Water is the lifeline of India. At Sanjivani Industries we remain
committed to bring this life-giving water from the depths to the
surface and take the nation to greater heights with our

VISION V'

To be the most preferred water solutions provider for
domestic and agricultural sector across the world by
virtue of its vision, techno-pioneering spirit, reliable
technology and a growth-focused, customer-centric

renowned brand, Sanjivani Industries.

As our India’s-presence and global growth continues to achieve
newer heights, we deliver new-age engineering solutions to
make water more accessible for the nation and the world. In
Sanjivani Industries quest for growth,

we have kept on quality standards in our I1SO 9001 accredited
production facility. Our Star rated pumps are approved by the
Bureau of Energy Efficiency (BEE) and also have ISl certification.
Today, Sanjivani Industries is creating new benchmarks with as
always, we will continue to create a pressure free world for our
customers bringing water to them and making the world
prosperous.

Setting Benchmarks...

Engineering expertise

Agriculture pump sets (150-440 volts)

Domestic pump sets (120-240 volts)

500 models of submersible pumps and motors from 4” - 6”

Maximum star rated pump sets approved by the Bureau of Energy Efficiency (BEE),
Government of India

Energy efficient pumps that consume less power, save electricity and give higher returns on
initial investment

Efficient pumps that work even at 1000 + ft. depth

Product certified by ISO 9001, IS: 8034, , IS: 14220 & BEE

CRS ACTIVITI

When you buy the production of Sanjivani Industries, it does not
only benefit you, but also those unhappy and needy people will
benefit as the Sanjivani Industries give 5%part of their profits to
those needy people

e Medical Help ¢ Child Education e Old Age Home

e Orphanage ¢ Girls wedding & Education

approach..

VALUES

At Sanjivani Industries we are driven by the spirit of
innovation that makes a difference. We genuinely
believe that we are more than a manufacturing
company. We are a company that is adding value to
water, the lifeline of the world. This drives us to create
reliable, innovative and sustainable solutions for the
world.

MISSION

To work relentlessly towards the company's vision. To
reach out to customers across sectors and geographic
domains. To build prosperous partnerships across the
world. To set new standards in pumping solutions and
to respond efficiently to world's water and energy
challenges.

Sanjivani Industries Will Provide Efficient And Reliable
Products And Service In The Domestic Irrigation And
Water Pumping
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Pumps

Sanjivani Industries, Makes Reliable, efficient and durable V4 Submersible
pump set of best quality as per IS : 8034-2002 Following are the salient
features of Submersible pump sets with water filled Motor.

V4 Submersible Pump

Silent Feature

® |nduction motors are easily re-windable using milti layer PVC insulated
wire for better reliability.
e Thrust Bearing used with resigns impregnated carbon v/s SS segments to
ensure thrust load.
e Impeller & Diffusers are used with glass filled engineering polymer with
stainless steel wear rings.
Specially design for low voltage application.
Rotors are dynamically balance to minimise noise & vibration.
Pump & motors are in fully stainless steel design.
Rotor are painted with special epoxy paint for long life.
All sleeves are hand chrome plated to ensure the long life in sandy condition.
All the pumps are supply with guide bush at suction end along with sand protection.
NRV provided for reduce the back flow.

Application

e Domestic water supply.
® |ndustrial.

® Agriculture.

e Solar Pumping system.
® Fountains, Garden.

Material of Construction Pump

Material of Construction Motor

: SS410AS PER IS : 1570
: C.I.FG 200 AS PER IS:210
. Carbon/Teflone v/s Stainless Steel.

Motor Shaft
Casting Part
Thrust Bearing

Impeller & Diffuser : Flass Filled Engineeres Polymer.
Pump Shaft : SS410 AS PER IS : 1570
Casting part : C.I. FG200AS PER IS : 318

Stamping . Silicon Steel. AS PER IS : 648 RUBER : Natural Rubber

Copper . E.C. Grade (99.96%) AS PER IS : 613 Sleeve : SS 410 AS PER IS : 1570 with
Bush : Bronze LTB4 AS PER IS : 318-1981 Hard Chrome Plating

SS PIPE BODY  : SS 202 AS PERIS : 6911

ROTOR : Copper Rotor

Technical Specifications

MAX. 302 Meter

MAX.450 LPM

1.0HP to 7.5HP in Three Phase - 380V / 415V, 50Hz, AC Supply,
0.5 HP to 5.0 HP in Single Phase - 230V, 50Hz, AC Supply

120V to 250V (1 Phase) 150V to 440V (3 Phase)

® Head Range
® Discharge Range
¢ Motor Rating

® Voltage Range

V4 SUBMERSIBLE PUMP SET

SI4RF 1 OUTLET SIZE : 25MM REDIAL FLOW
MOTOR  RATING  STAGE DISHCHARGE IN LITER PER MINUTE
H.P 8 15 20 | 25 | 30 35 45
0.37 0.5 10 . 53 | 48 | 44 | 40 | 35 | 25 | 20
0.55 0.75 12 o 64 | 58 53 | 48 | 42 | 30 | 24
0.55 0.75 15 E 80 | 72 | 66 | 60 | 53 | 38 | 30
0.75 1 18 - o5 | 8 | 79 | 72 | 63 | 45 | 36
0.75 1 20 é 106 | 96 88 80 70 50 40
1.1 1.5 22 - 117 | 106 | 97 | 88 | 77 | 55 | 44
1.1 1.5 24 127 | 115 | 106 | 96 | 84 | 60 | 48
1.5 2 30 159 | 144 | 132 | 120 | 105 | 75 | 60
1.5 2 32 170 | 154 | 141 | 128 | 112 | 80 | 64
SI4RF 2 OUTLET SIZE : 32MM REDIAL FLOW
RATING  STAGE DISHCHARGE IN LITER PER MINUTE
H.P 10 25 | 40 | 45 | 55 | 65 | 70
7 . 39 | 35 32 | 28 | 25 18 | 14
0.55 10 = 55 50 | 45 | 40 | 35 | 25 | 20
0.75 1 12 " 66 | 60 54 | 48 | 42 | 30 | 24
0.75 1 15 § 83 | 75 68 | 60 | 53 | 38 | 30
1.1 1.5 18 é 99 90 81 72 63 45 36
1.1 1.5 20 N 110 | 100 | 90 | 80 | 70 | 50 | 40
1.5 2 25 138 | 125 | 113 | 100 | 88 | 63 | 50
1.5 2 28 154 | 140 | 126 | 112 | 98 | 70 | 56
2.2 3 40 220 | 200 | 180 | 160 | 140 | 100 | 80
SI4RF4 OUTLET SIZE : 32MM REDIAL FLOW
0.5 6 33 | 30 | 27 | 24 | 21 18 15
0.55 0.75 7 % 36 | 35 32 | 28 | 25 | 21 18
0.75 1 10 E 55 50 45 40 35 30 25
1.1 1.5 12 = 66 | 60 54 | 48 | 42 | 36 | 30
1.1 1.5 15 = 83 | 75 | 68 | 60 | 53 | 45 | 38
1.5 2 18 = 99 | 90 | 81 | 72 | 63 | 54 | 45
1.5 2 20 T 110 | 100 | 90 | 80 | 70 | 60 | 50
2.2 3 25 138 | 125 | 113 | 100 | 88 | 75 | 63
2.2 3 30 165 | 150 | 135 | 120 | 105 | 90 | 75
3.7 5 40 220 | 200 | 180 | 160 | 140 | 120 | 100
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SI4RF5 OUTLET SIZE : 40MM REDIAL FLOW SIRF3H OUTLET SIZE : 32MM REDIAL FLOW
MOTOR  RATING  STAGE DISHCHARGE IN LITER PER MINUTE MOTOR  RATING B DISHCHARGE IN LITER PER MINUTE
KW H.P - 35 65 85 95 | 105 | 120 | 130 H.P - ) 5 | 60 | 75 80 90
0.55 | 0.75 5 = 27 | 24 | 22 | 20 | 18 | 13 | 10 0.75 1 10 v 75 | 70 | 63 | 56 | 51 | 42 | 35
0.75 1 8 E 42 | 38 | 35 | 32 | 28 | 20 | 16 1.1 1.5 12 > 9 | 84 | 76 | 67 | 61 | 50 | 42
1.1 1.5 10 > 53 | 48 | 44 | 40 | 35 [ 25 | 20 1.5 2 15 o 113 | 105 | 95 | 84 | 77 | 63 | 53
1.5 2 12 o 64 | 58 | 53 | 48 | 42 | 30 | 24 2.2 3 25 N 188 | 175 | 158 | 140 | 128 | 105 | 88
1.5 2 15 I 80 | 72 | 66 | 60 | 53 | 38 | 30 3.7 5 40 300 | 280 | 252 | 224 | 204 | 168 | 140
2.2 3 20 106 | 96 | 88 | 80 | 70 | 50 | 40
3.7 5 30 159 | 144 | 132 | 120 | 105 | 75 | 60
SIRF4H OUTLET SIZE : 40MM REDIAL FLOW
MOTOR DISHCHARGE IN LITER PER MINUTE
KW 20 | 45 | 55 | 65 | 8 | 90 | 100
SI4RF7 OUTLET SIZE : 50MM REDIAL FLOW 0.75 | 1 8 % 60 | 58 | 55 | 52 | 42 [ 37 | 29
1 | 15 | 10 < [ 75 | 72 | 69 | 65 | 53 | 46 | 36
H.P 105 | 120 | 140 | 160 | 175 | 190 | 210 1.5 2 12 = 9 | 8 | 83 | 78 | 64 | 55 | 43
0.55 0.75 4 % 22 | 20 | 18 | 16 | 14 | 10 2.2 3 20 = 150 | 144 | 138 | 130 | 106 | 92 | 72
0.75 1 5 = 28 | 25 | 23 | 20 | 18 | 13 3.7 5 30 = 225 | 216 | 207 | 195 | 159 | 138 | 108
1.1 1.5 7 = 39 | 35 | 32 | 28 | 25 | 18 3.7 5 35 T 263 | 252 | 242 | 228 | 186 | 161 | 126
1.5 2 10 = 55 | 50 | 45 | 40 | 35 | 25
2.2 3 12 = 66 | 60 | 54 | 48 | 42 | 30
2.2 3 15 - 83 |/ | 68 | 60 | 25 | 38 | JU SIRF5H OUTLET SIZE : 50MM REDIAL FLOW
3.7 : 20 10 | 00 ] %0 | a0 [ /0 | 20 | 4 MOTOR  RATING DISHCHARGE IN LITER PER MINUTE
3.7 5 25 138 | 125 | 113 | 100 | 88 | 63 | 50 r TEE " 40 | 65 | 75 | 90 | 105 | 115 | 125
0.75 1 6 - 42 | 39 | 36 | 33 | 32 | 27 | 24
1.1 1.5 g = 56 | 52 | 48 | 44 | 42 | 36 | 32
SI4RF12 OUTLET SIZE : 50MM REDIAL FLOW 1.5 2 10 = 70 | 65 | 60 | 55 | 53 | 45 | 40
MOTOR  RATING  STAGE |JR% DISHCHARGE IN LITER PER MINUTE 2.2 3 15 N 10> | %8 | 0 | 8 | 89 | 68 | 60
H.P = | 120 | 145 | 190 | 225 | 245 | 260 | : g; ;5 ig gg ;Zg ;Zg gg ;’; 1;3 133
1.4 1.5 6 = 30 | 27 | 21 | 18 | 15 | 12 ' -
1.5 2 7 = 35 | 32 | 25 | 21 18 | 14
2.2 3 10 % 50 45 35 30 25 20 PANEL & RECOMMERNDED CAPACITOE FOR V4 SINGAL PHASE PUMP SET
3.7 5 15 - /5 | 68 | 53 | 45 | 38 | 30 RATING STARTING CAPATOR RUNNING CAPACITOR
0.37 0.5 80-100 36
SI4MF18 OUTLET SIZE : 50MM MIX FLOW s 4T3 -1 -
MOTOR  RATING - o DISHCHARGE IN LITER PER MINUTE ?‘:5 1 - 1;8:;38 365+036
1.5 2 5 = 25 23 18 15 13 10 8 :
= 2.2 3 200-250 36+36+36
2.2 3 8 R 40 | 36 | 28 | 24 | 20 | 16 | 12 s : R S
3.7 5 10 < 50 | 45 | 35 | 30 | 25 | 20 | 15
3.7 5 12 T 60 | 54 | 42 | 36 | 30 | 24 | 18




Sanjivani
J[:‘uﬂﬁgjg V5 SUBMERSIBLE PUMP SET CI BOWL SS IMPELAR
' SISRF50 OUTLET SIZE : 50MM REDIAL FLOW
V5 Submersible Pump Set sanjivani Industries, Makes Reliable, efficient and durable V5 MOTOR ~ RATING  STAGE "
Submersible pump sets of best quality as per IS : 8034-2002 KW H.P E 60 | 80 | 100 | 120 | 140 | 160 | 180
: Following are the salient features of Submersible pump sets with 3.7 — L. = 107 | 102 | 95 87 8 6 2
| 4.5 6.0 12 - 128 | 122 | 114 | 104 | 94 | 79 | 62
| water filled Motor. 5.5 7.5 15 A 161 | 153 | 143 | 131 | 117 | 99 | 78
| _ 7.5 10.0 20 ) 214 | 204 | 190 | 174 | 156 | 132 | 104
. 0.3 | 125 | 25 268 | 255 | 238 | 218 | 195 | 165 | 130
1 e Upper thrust provision provided in each model. SISRF60 OUTLET SIZE : 50MM REDIAL FLOW
| ® Pumps are provided with suction guide supprot. DISHCHARGE IN LITER PER MINUTE
; e Bearing sleeves are provided with hard crome plating. KW H.P 80 100 | 120 | 140 | 160 | 180 | 200
f e Carbon V/S Stainless steel thrust bearing are provided to 3.7 50 8 % 85 80 | 74 66 58 49 40
! withstand high thrust load. 4.5 6.0 10 o 106 | 100 | 92 | 82 | 72 | 61 50
*: ® Pumps are Design for maximum water discharge. 5.5 7.5 12 § 127 | 120 | 110 98 86 73 60
*' e Winding wires are wrapped with superior ploymer to 7.5 10.0 16 A 170 160 147 131 115 08 80
| withstand wide voltage fluctuation. 9.3 12.5 18 g 191 | 180 | 166 | 148 | 130 | 110 | 90
_ e Rotors are painted with special epoxy paint for long life. 11 15.0 22 233 | 220 | 202 180 158 134 110
| 11 15.0 25 265 | 250 | 230 | 205 | 180 | 153 | 125
(4 o SISRF80 OUTLET SIZE : 50MM REDIAL FLOW
Application MOTOR RATING _STAGE
e Irrigation/Sprinkler KW | H.P | % 100 | 125 | 150 | 175 | 200 | 225 | 250
e Commaodity Water supply. 3.7 5.0 6 E 66 63 59 53 48 42 36
e |ndustrial 4.5 6.0 8 = 88 84 /8 /1 64 56 48
1 e High rise buildings 3,0 7.5 10 E 110 | 105 98 89 80 /0 60
1 e Sprinklers 7.5 10.0 12 <t 132 126 118 107 96 84 /2
e Unshaped and crooked 6" borehole 9,3 12,9 16 - 176 168 156 143 128 112 96
11 15.0 18 198 189 176 160 144 126 108
. . SISRF100 OUTLET SIZE : 50MM REDIAL FLOW
Material of Construction Motor Material of Construction Pump TR T T
e Motor Shaft ~ : S5 410AS PER IS : 1570 e Impeller : 55410 IMPELLER KW | HP | |« | 140 | 180 | 210 | 230 | 250 | 280 | 320
e Casting Part . C.I.LFG 200 AS PER 1S:210 ® Diffuser . C.I.CASTING Saf 5.0 5 E 58 20 o ¥ 49 46 40 32
e Thrust Bearing : Carbon/Teflone v/s Stainless Steel. e Pump Shaft : SS 410 AS PER IS : 1570 . 6.0 6 - /0 66 62 58 55 48 38
e Stamping : Silicon Steel. AS PER IS : 648 e Casting part . C.I. FG 200 AS PER IS : 210 5.5 7.3 8 75" 93 38 82 /8 /3 64 o1
e Copper : E.C. Grade (99.96%) AS PER IS : 613 e Bush . Bronze LTB4 AS PER 15:318 7.3 10.0 10 <t 116 | 110 | 103 | 97 | 91 80 64
e Bush . Bronze LTB4 AS PER IS : 318 e Sleeve : SS 410 AS PER IS : 1570 with 9.3 12.5 12 - 139 | 132 | 124 | 116 | 109 | 96 | 77
e SSPIPEBODY  : 55202 AS PERIS : 6911 Hard Chrome Platting 11 15.0 15 174 | 165 | 155 | 146 | 137 | 120 | 96
e ROTOR : Copper Rotor SI5SRF125 OUTLET SIZE : 50/65MM MIX FLOW
MOTOR  RATING  STAGE
Technical Specifications KW H.P 2 180 | 220 | 260 | 300 | 340 | 380 | 420
3.7 5.0 4 e 46 43 40 36 32 28 24
e Head Range  : MAX. 268 Meter 4.5 6.0 g = 57 | 54 | 50 | 46 | 41 | 36 | 30
® Discharge Range : MAX. 420 LPM 5.5 7.5 6 = 68 65 60 55 | 49 | 43 36
® Motor Rating : 3.0 HP to 15.0 HP in Three Phase - 380V / 415V, 50Hz, AC Supply, 3.0 HP to 5.0 7.5 10.0 8 % 91 86 80 73 65 57 48
HP in single Phase. - 230V, 50 HZ, AC Supply 9.3 12.5 10 a2 114 | 108 | 100 | 91 81 71 60
® Voltage Range : 140V to 250V (1 Phase), 150V to 440V (3 Phase)
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V6 (Radia[ Flow/Mix FIOW) Sanjivani Industries, Makes Reliable, efficient and durable V6 RADIAL
FLOW/MIX FLOW Submersible pump set of best quality as per
IS : 8034-2002 Following are the salient features of Submersible
pump sets with water filled Motor.

Silent Feature

Submersible Pump Set
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e All the rotating parts are dynamically balance to reduce vibration & noise.
All Guide bushes are protected with sand guards.

Bearing sleeves are provided with hard crome platting for better life in
sandy conditions.

Rotors are painted with special epoxy paint for long life.

NRV are provided for reduce back pressure.

Motors are also available in single phase and three phase design.

Motor design for wide voltage range.

Application
Sperinkler & drip Irrigation system
Irrigation in farms.
Domestic & Industrial water Supply
Fire Fighting system.
Solar pumping system.

Material of Construction Motor

Motor Shaft : SS410AS PERIS : 1570

Casting Part . C.I.LFG 200 AS PER 1S:210

Thrust Bearing : Carbon/Teflone v/s Stainless Steel.
Stamping . Silicon Steel. AS PER IS : 648
Copper : E.C. Grade (99.96%) AS PER IS : 613
Bush : Bronze LTB4 AS PER IS : 318

SS PIPE BODY : SS202 ASPERIS : 6911

Rotor :  Copper Rotor

Material of Construction Pump

Impeller . S5410 IMPELLER

Diffuser . C.l. CASTING

Pump Shaft : SS 410 AS PER IS : 1570

Casting part : C.I. FG 200 AS PER IS : 210

Bush : Bronze LTB4 AS PER 1S:318

Sleeve : SS 410 AS PER IS : 1570 with hard Chrome Plating

Technical Specifications

¢ Head Range
® Discharge Range
® Motor Rating

® Voltage Range

: A) Radial Flow - MAX.400 Meter, B) Mix Flow - MAX 300 Meters

A) Radial flow - MAX.550 LPM, B) Mix Flow - MAX.1300 LPM

3.0 HP to 35 HP in three phase. - 380V / 415V, 50Hz, AC Supply, 3. HP to 7.5 HP
in Single Phase - 230V, 50HZ, AC Supply

140V to 250V (1 Phase) 150V to 440V (3 Phase)

SUBMERSIBLE PUMP SET 40 FEET HEAD CI BOWL SS IMPELAR

SI6RF30 OUTLET SIZE : 50MM REDIAL FLOW
KW H.P 170 | 155 | 140 | 125 | 105 | 90 | 70
2.2 3 10 . 60 | 65 70 75 80 | 85 90
3.7 5 14 o 84 | 91 98 | 105 | 112 | 119 | 126
4.5 6 16 E 9 | 104 | 112 | 120 | 128 | 136 | 144
4.5 6 18 - 108 | 117 | 126 | 135 | 144 | 153 | 162
4.5 6 20 é 120 | 130 | 140 | 150 | 160 | 170 | 180
5.5 7.5 22 - 132 | 143 | 154 | 165 | 176 | 187 | 198
5.5 7.5 24 144 | 156 | 168 | 180 | 192 | 204 | 216
7.5 10 30 180 | 195 | 210 | 225 | 240 | 255 | 270
9.3 12.5 40 240 | 260 | 280 | 300 | 320 | 340 | 360

SI6RF40 OUTLET SIZE : 50MM REDIAL FLOW

MOTOR RATING STAGE

KW H.P 180 | 160 | 150 | 140 | 135 | 110 | 80
2.2 3 8 48 52 56 60 64 | 68 72
3.7 5 12 % 72 78 84 | 90 96 | 102 | 108
4.5 6 14 E 84 91 98 | 105 | 112 | 119 | 126
5.5 7.5 18 = 108 | 117 | 126 | 135 | 144 | 153 | 162
5.5 7.5 20 f 120 | 130 | 140 | 150 | 160 | 170 | 180
7.5 10 24 < 144 | 156 | 168 | 180 | 192 | 204 | 216
7.5 10 26 T 156 | 169 | 182 | 195 | 208 | 221 | 234
9.3 12.5 30 180 | 195 | 210 | 225 | 240 | 255 | 270
11 15 36 216 | 234 | 252 | 270 | 288 | 306 | 324
13 17.5 40 240 | 260 | 280 | 300 | 320 | 340 | 360

SI6RF50 OUTLET SIZE : 50MM REDIAL FLOW

MOTOR  RATING  STAGE

KW H.P 230 | 215 | 200 | 190 | 165 | 140 | 110
2.2 3 6 36 | 42 45 48 51 54 | 60
3.7 5 10 % 60 | 70 75 80 85 90 | 100
4.5 6 12 E 72 84 90 96 | 102 | 108 | 120
5.5 7.5 16 = 9% | 112 | 120 | 128 | 136 | 144 | 160
7.5 10 18 f 108 | 126 | 135 | 144 | 153 | 162 | 180
7.5 10 20 < 120 | 140 | 150 | 160 | 170 | 180 | 200
9.3 12.5 24 T 144 | 168 | 180 | 192 | 204 | 216 | 240
11 15 30 180 | 210 | 225 | 240 | 255 | 270 | 300
13 17.5 34 204 | 238 | 255 | 272 | 289 | 306 | 340
15 20 40 240 | 280 | 300 | 320 | 340 | 360 | 400
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SUBMERSIBLE PUMP SET 40 FEET HEAD CI BOWL SS IMPELAR SI6RF100 OUTLET SIZE : 50MM REDIAL FLOW
SI6RF60 OUTLET SIZE : 50MM REDIAL FLOW MOTOR RATING STAGE DISHCHARGE IN LITER PER MINUTE
MOTOR  RATING DISHCHARGE IN LITER PER MINUTE H.P 410 | 390 | 380 | 360 | 350 | 320 | 280
KW H.P 300 265 | 250 235 210 | 190 150 2.9 3 | 3 ' 18 | 21 23 24 26 ' 27 30
2.2 3 5 30 | 35 | 38 | 40 | 43 | 45 | 50 3.7 5 5 30 | 35 | 37 | 40 | 42 | 45 | 50
3.7 5 8 o 48 | 56 | 60 | 64 | 68 | 72 | &0 4.5 6 6 e 36 | 42 | 45 | 48 | 51 | 54 | 60
4.5 6 10 = 60 | 70 | 75 | 80 | 8 | 90 | 100 5.5 7.5 8 " 48 | 56 | 60 | 64 | 68 | 72 | 80
5.5 7.5 12 L 72 | 8 | 90 | 9 | 102 | 108 | 120 7.5 10 10 - 60 | 70 | 75 | 80 | 8 | 90 | 100
7.5 10 16 z %6 | 112 | 120 | 128 | 136 | 144 | 160 9.3 12.5 12 o 72 | 84 | 90 | 96 | 102 | 108 | 120
7.5 11.5 18 = 108 | 126 | 135 | 144 | 153 162 | 180 11 15 15 é 90 105 | 113 | 120 | 128 | 135 | 150
9.3 12.5 20 i 120 | 140 | 150 | 160 | 170 | 180 | 200 13 17.5 18 108 | 126 | 135 | 144 | 153 | 162 | 180
11 15 24 144 | 168 | 180 | 192 | 204 | 216 | 240 15 20 20 120 | 140 | 150 | 160 | 170 | 180 | 200
13 17.5 30 180 | 210 | 225 | 240 | 255 | 270 | 300 18.7 25 25 150 | 175 | 188 | 200 | 213 | 225 | 250
15 20 34 204 | 238 | 255 | 272 | 289 | 306 | 340 22.5 | 30 30 180 | 210 | 225 | 240 | 255 | 270 | 300
18.7 25 40 240 | 280 | 300 | 320 | 340 | 360 | 400
SI6MF100 OUTLET SIZE : 65MM MIX FLOW
MOTOR RATING _ STAGE
SI6RF70 OUTLET SIZE : S0MM REDIAL FLOW H.P 500 | 460 | 430 | 400 | 370 | 320 | 250
H.P 330 | 300 | 270 | 260 240 | 220 | 180 3.7 5 & A 27 30 32 35 37 40 45
2.2 3 4 26 | 28 | 30 | 32 | 34 | 36 | 40 4.5 6 6 - 32 | 36 | 38 | 42 | 44 | 48 | 54
4.5 6 8 , 52 | 56 | 60 | 64 | 68 | 72 | 80 5.5 7.5 8 2 43 | 48 | 51 | 56 | 59 | 64 | 72
5.5 7.5 10 < 65 | 70 | 75 | 8 | 8 | 90 | 100 7.5 10 10 > 53 | 60 | 63 | 70 | 73 | 80 | 90
7.5 10 14 E 91 | 98 | 105 | 112 | 119 | 126 | 140 9 3 12 5 12 a 64 | 72 | 76 | 84 | 88 | 96 | 108
9.3 12.5 18 = 117 126 135 144 153 162 180 11 15 15 o 80 90 95 105 110 120 135
11 15 22 - 143 | 154 | 165 | 176 | 187 | 198 | 220 13 17.5 18 96 | 108 | 114 | 126 | 132 | 144 | 162
13 17.5 24 o 156 168 180 192 204 216 240 15 20 20 107 120 127 140 147 160 180
1% 20 28 182 | 196 | 210 | 224 | 238 | 252 | 280 18.7 25 25 133 | 150 | 158 | 175 | 183 | 200 | 225
18.7 25 36 234 | 252 | 270 | 288 306 324 | 360 22.5 30 30 160 180 190 | 210 | 220 | 240 | 270
22.5 30 40 260 | 280 | 300 | 320 | 340 | 360 | 400
SI6MF 125 OUTLET SIZE : 65MM OR 80MM MIX FLOW
MOTOR RATING STAGE DISHCHARGE IN LITER PER MINUTE
SI6RF80 OUTLET SIZE : 50MM REDIAL FLOW 3.7 5 4 5% 24 26 28 30 | 3?2 36
MOTOR  RATING 45 | 6 5 © | 28 | 30 | 33 [ 35 | 38 [ 40 [ 45
KW HP | 370 | 340 | 310 | 300 | 280 | 260 | 200 5.5 7.5 6 = 33 36 39 42 45 48 54
3.7 5 6 % 3% | 42 | 45 | 48 | 51 | 54 7.5 10 8 = 44 | 48 | 52 | 56 | 60 | 64 | 72
7.5 10 12 = 72 | 84 | 90 | 96 | 102 | 108 | 120 9.3 12.5 10 - 55 | 60 | 65 | 70 | 75 | 80 | 90
9.3 12.5 16 = 96 | 112 | 120 | 128 | 136 | 144 | 160 11 15 12 < 66 | 72 | 78 | 84 | 90 | 96 | 108
11 15 18 = 108 | 126 | 135 | 144 | 153 | 162 | 180 13 17.5 14 T 77 | 84 | 91 | 98 | 105 | 112 | 126
13 17.5 22 < 132 | 154 | 165 | 176 | 187 | 198 | 220 15 20 16 8 | 96 | 104 | 112 | 120 | 128 | 144
15 20 24 T 144 | 168 | 180 | 192 | 204 | 216 | 240 18.7 25 20 110 | 120 | 130 | 140 | 150 | 160 | 180
18.7 25 30 180 | 210 | 225 | 240 | 255 | 270 | 300 22.5 30 24 132 | 144 | 156 | 168 | 180 | 192 | 216
22.5 30 36 216 | 252 | 270 | 288 | 306 | 324 | 360
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MOTOR RATING STAGE DISHCHARGE IN LITER PER MINUTE DISHCHARGE IN LITER PER MINUTE
KW H.P 770 | 730 | 700 | 650 | 610 | 580 | 380 KW HP | 730 | 690 | 630 | 540 | 450 | 450 | 160
3.7 5 3 16 18 19 21 | 29 " 24 27 3.7 5 4 20 24 28 32 36 46 44
4.5 6 4 . 21 | 24 | 25 | 28 | 29 | 32 | 36 4.5 6 E " 25 | 30 | 35 | 40 | 4 | 4 | 3
5.5 7.5 5 % 27 30 3?2 35 37 40 45 5.5 f:0 6 g 30 36 42 48 54 54 66
75 0 6 = 32 | 36 | 38 | 42 | 24 | 48 | 54 7.5 10 3 . 40 | 48 | 56 | 64 | 72 | 72 | 88
75 0 - § 37 | 22 | a4 | 29 | 51 56 | 63 9.3 12.5 10 - 50 | 60 | 70 | 80 | 90 | 90 | 110
9.3 12.5 8 % 43 48 51 56 59 64 77 11 15 12 9[ 60 /2 84 96 108 108 132
11 15 10 % 53 60 63 70 73 30 90 13 17.5 14 % 70 34 98 112 126 126 154
T 20 2 75 1 84 | 89 | 98 | 103 | 112 | 126 15 20 16 80 | 96 | 112 | 128 | 144 | 144 | 176
16.5 225 15 80 90 95 105 110 120 135 157 25 20 100 120 140 160 180 180 220
18.7 75 16 85 96 101 112 117 128 144 22.5 30 24 120 144 168 192 216 216 264

22.5 30 20 107 | 120 | 127 | 140 | 147 | 160 | 180
SI6MF150 NENO OUTLET SIZE : 65MM RO 80MM MIX FLOW
SI6MF 200 OUTLET SIZE : 65MM OR 80MM MIX FLOW MOTOR  RATING

NSIGEY BUARNGY H.P 1000 | 960 | 910 | 840 | 760 | 630 | 360
KW H.P 980 | 940 910 | 850 | 820 | 750 | 625 3.7 5 3 15 | 18 | 21 24 | 27 | 30 33
4.5 6 3 16 18 19 21 22 24 27 4.5 6 4 o 20 24 28 3?2 36 40 44
5.5 7.5 4 & 21 24 | 25 | 28 | 29 | 32 | 36 5.5 7.5 5 ;. 25 | 30 | 35 | 40 | 45 | 50 | 55
9 10 5 E 27 30 32 33 37 40 45 7.5 10 6 E 30 36 42 48 54 60 66
9.3 1Z:D 6 § 37 36 38 42 44 48 54 7 5 10 7 - 35 47 49 56 63 70 77
11 15 E = 43 | 48 | 51 | 56 | 59 | 64 | 72 9.3 12.5 8 = 40 | 48 | 56 | 64 | 72 | 80 | 88
13 17. ? n A8 | >4 | 57 | 63 | 66 | 72 | 81 11 15 10 . 50 | 60 | 70 | 80 | 90 | 100 | 110
15 20 10 = 53 60 | 63 0 | 73 80 | 90 15 20 14 70 | 84 | 98 | 112 | 126 | 140 | 154
16.5 22.5 11 9 | 66 | /0 | 77 | 81 88 | 99 16.5 22.5 15 75 | 90 | 105 | 120 | 135 | 150 | 165
18.7 25 12 64 | 72 | 76 84 | 8 | 96 | 108 18.7 25 16 80 | 96 | 112 | 128 | 144 | 160 | 176
22.5 30 15 80 | 9 | 9 | 105 | 110 | 120 | 135 22.5 30 20 100 | 120 | 140 | 160 | 180 | 200 | 220
SI6MF200NENO OUTLET SIZE : 65MM OR 80 MM MIX FLOW

SI6MF250 OUTLET SIZE : 80MM MIX FLOW MOTOR  RATING DISHCHARGE IN LITER PER MINUTE
MOTOR  RATING KW | H.P 1150 | 1090 | 1020 | 950 | 850 | 730 | 430
KW H.P - 1100 | 1050 | 940 | 850 | 660 | 440 | 220 4.5 6 3 15 18 21 24 27 | 30 79
5.5 7.5 3 - 18 | 19 | 21 22 | 24 | 25 | 27 5.5 7.5 4 % 20 | 24 | 28 | 32 | 36 | 40 | 44
7.5 10 4 = 24 | 26 | 28 | 30 | 32 | 34 | 36 7.5 10 5 = 25 | 30 | 35 | 40 | 45 | 50 | 55
9.5 12.5 5 f 30 | 32 35 3/ | 40 | 42 | 45 9.3 12.5 6 = 30 | 36 | 42 | 48 | 54 | 60 | 66
10 15 6 < 36 39 42 45 48 51 48 11 15 8 = 40 48 56 64 72 30 38
13 17.5 7 = 42 | 45 49 | 52 26 09 | 63 13 17.5 9 % 45 54 | 63 | 72 | 81 90 | 99
15 20 8 48 52 6 | 60 | 64 | 68 | 72 15 20 10 = 50 | 60 70 | 80 | 90 | 100 | 110
16.5 22.5 11 55 | 66 | 77 | 88 | 99 | 110 | 121
18.7 25 12 60 | 72 | 84 | 96 | 108 | 120 | 132
22.5 30 15 75 | 90 | 105 | 120 | 135 | 150 | 165
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Vé6 (50FT) Submersible Pump Set Sanjivani Industries, Makes Reliable, efficient and durable SUBMERSIBLE PUMP SET 50 FEET HEAD 55 BOWL 55 IMPELAR
V6 50 FEET Submersible pump sets of best quality as per SIGRFH50  HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW
IS : 8034-2002 Following are the salient features of MOTOR RATING  STAGE DISHCHARGE IN LITER PER MINUTE
Submersible pump sets with water filled Motor. KW HP | 180 | 150 | 130 | 110 | 140 | 70 40
; e e All pumps are provided with suction guide support. 4.5 6 12 " 72 114 138 150 156 162 168
; ’ e All Bearing sleeves are provided with hard crome platting. 5.5 7.5 15 5 90 143 (F# 187 195 20?2 210
! ® Carbon V/S Stainless steel thrust bearing are provided to with stand 7.5 10 20 é 120 190 | 230 250 260 270 | 280
! high thrust load. 9.3 12.5 24 i 144 | 228 | 276 | 300 | 312 | 324 | 336
| ’ ® Pumps are Design for maximum water discharge. 11 15 30 180 | 285 345 375 390 | 405 | 420
e Winding wires are wrapped with superior polymer to withstand wide
E voltage fluctuation.
' ! ® Rotors are painted with special epoxy paint for long life.
a : Application
3 Irrigation/Sprinkler SI6RFH60 HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW
"' Commodity Water supply. MOTOR  RATING  STAGE DISHCHARGE IN LITER PER MINUTE
' mr Industrial KW H.P 210 | 205 | 180 | 155 | 140 | 120 | 80
lE High rise buildings 2.2 3 5 - 31 41 50 60 65 70 75
L Sprinklers 3.7 5 8 IEI_‘ 50 66 80 96 104 | 112 | 120
I : - 4.5 6 10 Lo 62 | 82 | 100 | 120 | 130 | 140 | 150
) § rial of Construction
| Material of Constructio 5,5 r 12 § 74 98 120 | 144 | 155 | 165 180
i * Motor Shaft : 55 410 ASPER 15 2 1570 7.5 10 16 o 99 | 131 | 160 | 192 | 208 | 220 | 240
'T e (asting Part : C.I.LFG 200 AS PER IS:210 9.3 12.5 20 % 124 164 195 | 240 | 255 270 | 297
® Thrust Bearing : Carbon/Teflone v/s Stainless Steel. 11 15 29 136 180 | 210 | 264 | 285 305 335
e Stamping . Silicon Steel. AS PER IS : 648 13 17.5 26 161 213 | 274 | 312 345 380 | 405
e Copper : E.C. Grade (99.96%) AS PER IS : 613 15 20 30 186 | 246 | 307 | 360 | 405 | 416 | 455
® Bush : Bronze LTB4 AS PER IS : 318
e SS PIPE BODY : §S 202 AS PER IS : 6911
® Rotor . Copper Rotor
| Material of Construction Pump
T l 410 IMPELLER SI6RFH80 HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW
) :;‘__‘f‘;e‘ er : 22 3004”'“ FLLE - MOTOR  RATING  STAGE DISHCHARGE IN LITER PER MINUTE
iffuser : nvestment Casting KW H.P 320 | 285 | 240 | 205 | 180 | 155 | 80
® Pump Shaft : SS 410 AS PER IS : 1570 7 9 3 4 25 | 32 | 40 48 | 51 | 53 | 60
® Bush : Bronze LTB4 AS PER 15:318 4.5 6 8 E 49 64 80 96 104 108 120
: ; : =
. - . e Sleeve : SS 410 AS PER IS : 1570 with A 7 5 10 - 61 80 100 120 129 138 150
Technical SPEClﬁCatlonS Hard Chrome Platting 75 10 12 ~ 71 95 120 | 144 | 153 | 163 | 180
<
e Head Range . MAX. 500 Meter 9.3 12.5 15 i o1 120 | 150 | 180 | 193 | 208 | 225
® Discharge Range : MAX. 800 LPM 11 15 18 107 145 175 | 215 | 228 | 248 | 270
® Motor Rating : 3.0 HP to 35 HP in Three Phase - 380V / 415V, 50Hz, AC Supply, 3.0 HP to 7.5 1: ;ZS ;l 12; 123 ;lg izg ;gg igi g;g
HP in single Phase. - 230V, 50 HZ, AC Supply
® Voltage Range : 140V to 250V (1 Phase), 150V to 440V (3 Phase)




Sanjivani
PUMpPs
SI6RFH100 HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW SI6RFH200 HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW
HP | 380 | 350 | 300 | 255 | 260 | 190 | 130 H.P 765 | 695 | 605 | 520 | 410 | 245 | 135
2.2 3 3 18 | 24 | 30 | 36 | 39 | 42 | 45 4.5 6 3 % 18 29 | 33 | 40 | 42 | 45
3.7 5 5 % 30 | 40 | 50 | 60 | 65 | 70 | 75 5.5 7.5 4 - 24 39 | 44 | 53 | 56 | 60
4.5 6 6 E 35 46 60 72 76 82 90 7.5 10 5 * 30 48 55 67 70 75
5.5 7.5 8 = 45 | 62 | 80 | 96 | 102 | 110 | 120 9.3 12.5 6 = 36 58 | 66 | 80 | 84 | 90
7.5 10 10 = 60 | 80 | 100 | 120 | 130 | 140 | 150 11 15 8 % 48 77 | 88 | 107 | 112 | 120
9.3 12.5 12 % 70 | 95 | 120 | 144 | 155 | 165 | 180 13 17.5 9 T 54 87 | 99 | 120 | 126 | 135
11 15 15 T 90 | 120 | 150 | 180 | 195 | 210 | 225 15 20 10 60 97 | 110 | 133 | 140 | 150
13 17.5 18 126 | 142 | 180 | 216 | 235 | 250 | 270 18.7 25 13 78 | 104 | 126 | 143 | 173 | 182 | 195
15 20 20 120 | 160 | 200 | 240 | 260 | 280 | 300
18.7 25 25 150 | 200 | 250 | 300 | 325 | 360 | 375
SI6RFH125 HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW SI6RFH250 HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW
MOTOR RATING _STAGE
KW | H.P | 465 | 400 | 370 | 340 | 300 | 255 | 145 KW | H.P | ' 750 | 690 | 605 | 530 | 390 | 250 | 145
3.7 5 4 . 24 | 30 | 40 | 48 | 51 55 | 60 3.7 5 2 % 14 | 18 | 20 | 22 | 24 | 28 | 30
4.5 6 5 - 30 38 50 60 64 69 75 5.5 4.5 3 = 21 27 30 33 36 42 45
5.5 7.5 6 g 36 | 45 | 60 | 72 | 77 | 82 | 90 7.5 10 4 = 28 | 36 | 40 | 44 | 48 | 56 | 60
7.5 10 8 = 48 | 60 | 80 | 96 | 102 | 110 | 120 9.3 12.5 5 = 35 | 45 | 50 | 55 | 60 | 70 | 75
9.3 12.5 10 Q 60 | 75 | 100 | 120 | 128 | 137 | 150 11 15 6 % 42 | 54 | 60 | 66 | 72 | 84 | 90
11 15 12 = 72 | 90 | 120 | 144 | 153 | 165 | 180 13 17.5 7 = - 49 | 63 | 70 | 77 | 84 | 98 | 105
13 17.5 14 84 | 105 | 140 | 168 | 179 | 192 | 210 15 20 8 56 | 72 | 80 | 88 | 96 | 112 | 120
15 20 16 96 | 120 | 160 | 192 | 204 | 220 | 240 18.7 25 10 70 | 90 | 100 | 110 | 120 | 140 | 150
18.7 25 20 120 | 150 | 200 | 240 | 255 | 275 | 300
SI6RFH150  HIGH HEAD OUTLET SIZE : 50MM REDIAL FLOW
MOTOR _RATING _STAGE
HP | 650 | 550 | 485 | 410 | 365 | 300 | 150
2.2 3 2 12 15 | 20 | 24 | 26 | 27 | 30
3.7 5 3 % 18 | 23 | 30 | 36 | 39 | 41 45
4.5 6 4 E 24 | 30 | 40 | 48 52 54 | 60
5.5 7.5 5 = 30 | 38 | 50 | 60 | 65 | 68 | 75
7.5 10 7 f 4 | 53 | 70 | 84 | 91 95 | 105
9.3 12.5 8 < 48 | 60 | 8 | 96 | 104 | 108 | 120
11 15 10 + 60 75 100 | 120 | 130 | 135 | 150
13 17.5 12 72 | 90 | 120 | 144 | 156 | 162 | 180
15 20 13 78 | 98 | 130 | 156 | 169 | 176 | 195
18.7 25 16 96 | 120 | 160 | 192 | 208 | 216 | 240
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V6 (Radial) Closed Couple
Submersible Pump Set

Material of Construction Motor

¢ Motor Shaft
e Casting Part
® Thrust Bearing

e Stamping Silicon Steel. AS PER IS : 648

e Copper E.C. Grade (99.96%) AS PER IS : 613
® Bush Bronze LTB4 AS PER IS : 318

¢ SS PIPE BODY SS 202 AS PER IS : 6911

e Rotor

Technical Specifications

A) Radial Flow - MAX.100 Meter, B) Mix Flow - MAX 50 Meters

A) Radial flow - MAX.550 LPM, B) Mix Flow - MAX. 800 LPM

3.0 HP to 5 HP in three phase. - 380V / 415V, 50Hz, AC Supply, 3.0 HP to 5 HP
in Single Phase - 230V, 50HZ, AC Supply, 3.0 HP to 5 HP in Two phase. - 380V / 415V, 50Hz, AC Supply
140V to 250V (1 Phase) 150V to 440V (3 Phase/2 PHASE)

¢ Head Range
e Discharge Range
e Motor Rating

¢ Voltage Range

SS 410 AS PER IS : 1570
C.I.FG 200 AS PER 1S:210
Carbon/Teflone v/s Stainless Steel.

Sanjivani Industries, Makes Reliable, efficient and durable
V6 Closed Couple Submersible pump set of best quality as per
IS : 8034-2002 Following are the salient features of
Submersible pump sets with water filled Motor.

Silent Feature

e All the rotating parts are dynamically balance to reduce vibration & noise.

e Carbon Bearing v/s Stainless Steel Segments are used to withstand
high thrust load.

e All Guide bushes are protected with sand guards.

® Bearing sleeves are provided with hard crome platting for better life in
sandy conditions.

® Rotors are painted with special epoxy paint for long life.

® NRV are provided for reduce back pressure.

® Motors are also available in single phase, three phase and tewo phase design.

® Motor design for wide voltage range.

Application

e Sperinkler & drip Irrigation system
® |rrigation in farms.

e Domestic & Industrial water Supply
¢ Fire Fighting system.

® Solar pumping system.

Material of Construction Pump

Impeller 55410 IMPELLER
Diffuser C.l. CASTING
Pump Shaft 5SS 410 AS PER IS : 1570

Casting part C.lI. FG 200 AS PER IS : 210
Bush . Bronze LTB4 AS PER 1S:318
® Sleeve SS 410 AS PER IS : 1570 with
hard Chrome plating

Copper Rotor / High Preesure Die Cast

SI6RFCC

SUBMERSIBLE PUMP SET V6 CLOSS COUPLE

OUTLET SIZE : 50MM REDIAL FLOW

MOTOR  RATING  STAGE DISHCHARGE IN LITER PER MINUTE
KW H.P 410|380 [ 350 (320 (290|260 | 230|200|170| 140| 110
2.2 3 3 18 | 23 | 26 | 27 | 29
2.2 3 4 26 | 28 | 32 | 36 | 38 | 40
2.2 3 5 31 | 35 | 40 | 44 | 48
2.2 3 6 m 36 | 45 | 50 | 54 | 60
2.2 3 8 o 46 | 60 | 68
2.2 3 10 " 60 | 70 | 79
3.7 5 5 § 30 | 37 | 42 | 45 | 50
3.7 5 6 é 35 | 41 | 44 | 47 | 54 | 57 | 60
3.7 5 8 L 50 | 56 | 64 | 70 | 76
3.7 5 10 60 | 75 | 84 | 90 | 100
4.5 5 6 36 | 60 | 68 | 72 | 80
4.5 4 8 52 | 56 | 64 | 72 | 76 | 80
4.5 6 10 62 | 70 | 80 | 88 | 96
5.5 8 8 60 | 74 | 84 | 90 | 100
5.5 8 10 65 | 70 | 80 | 90 | 95 | 100

SI6GMFCC OUTLET SIZE : 65MM REDIAL FLOW

MOTOR RATING _ STAGE
KW H.P 700 | 650 | 600 | 560 | 530 | 480 | 430 | 370 | 320 | 250 | 200
2.2 3 2 % 10|11 (1213|1415 |16 | 17 | 18 | 19
2.2 3 3 E 18 | 21 | 24 | 27 | 29
3.7 5 4 = 20 (22 |24 |26 | 28 |30 |32 | 34|36 | 38
3.7 5 5 = 31 | 36 | 40 | 45 | 48
4.5 6 5 < [ 25|28 (3033353840 444548
4.5 6 ‘. x 37 | 43 | 48 | 54 | 57
5.5 8 6 30 (33 /36|39 | 42| 45| 48 | 51 | 54 | 57
5.5 8 8 50 | 58 | 64 | 72 | 77
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Openwell Submersible Pumps Sanjivani Industries, Makes Reliable, efficient and
durable Openwell Submersible pump sets of best Quality

as per IS :

14220-1994 Following are the salient features of

Openwell Submersible pump sets with water filled Motor.

Salient Features

Fountains.
canels & Rivers

e Stator Tube

e |mpeller

¢ Pump Volute
® Motor Shaft
e Casting part
e Stamping

® Copper

® Bush

® Rotor

Technical Specifications

® Head Range . MAX. 64 meter

® Discharge Range : MAX. 1800 LPM

¢ Motor Rating : 1.0HP to 10 HP in Three Phase - 380V / 415V, 50Hz, AC Supply,
0.5 HP to 5.0 HP in Single Phase - 230V, 50Hz, AC Supply

: 120V to 250V (1 Phase),
150V to 440V (3 Phase)

® Voltage Range

Application
Domestic water supply - Apartment, Building & Hotel

e Design for wide voltage range.

e Manufactured using a much sophisticated control
process to ensure reliability & Long life of the Pump.

e Design for underwater Application.

¢ Heavy duty and easy to install.

e Full Casting stator tube as well as stainless steel shaft.

Irrigation from openwell where level fluctuate.

Material of Construction

: Cast Iron FG 200 Grade.
® Thrust Bearing :
: Cast Iron FG 200

: Cast Iron FG 200 Grade.
: SS410 AS PER IS :
: C.I. FG 200 AS PER IS : 210

. Silicon steel. AS PER IS : 648

: E.C. Grade (99.96%) AS PER IS : 613

: Bronze LTB4 AS PER 15:318

: Copper Rotor, High Preesure Die Cast

Ferado Fiber

1570

OPENWELL PUMP SET PERFORMANCE CHART

0.5 HP TO 2 HP OPENWELL SUBMERSIBLE PUMP SET

HP | MODEL | SERIES | TYPE | DEL.SIZE| 6 | 9 | 12 | 15 | 18 | 21 | 24 | 28 | 30

0.5 |SISPO5 MICRO | V5 1"x1" | 170 | 140 | 110 | 70 | 30 | ** [ * | * | = | = | =

1 | SISP1/SITP1| MICRO | V7 1"x1" | * | ** | 230 | 215|200 | 175 | 160 | 70 | 40 | ** | **

2 |SISP2/SITP2| MICRO | V7 2x2 | ** | ** | 520 | 490 | 430 | 370 | 290 | 160 | 80 | ** | **
3 HP OPENWELL SUBMERSIBLE PUMP SET

HP | MODEL | SERIES | TYPE | DEL.SIZE [ 12 | 15 | 18 | 21 | 24 | 27 | 30 | 31

3 | SISP3/SITP3] MICRO | V7 | 2.5x2 560 | 540 | 475 | 405 | 380 | 280 | 150 | ** | ** | *

3 |SITP3LH9 | JAMBO | V9 | 2.5x2.5 750 | 715 | 660 | 595 | 500 | ** | ** | = | e | w

3 |SITP3HH9 | JAMBO | V9 | 2.5x2 650 | 750 | 500 | 440 | 360 | 250 | 180 | ** | *
4 HP OPENWELL SUBMERSIBLE PUMP SET

HP | MODEL | SERIES | TYPE | DEL.SIZE 12 | 15 | 18 | 21 | 24 | 27 | 30 | 31

4 [SISP4HH/SITP4HH | MICRO | V7 2.5x2 580 | 530 | 500 | 460 | 400 | 300 | 170 | ** | *
5 HP OPENWELL SUBMERSIBLE PUMP SET

HP | MODEL | SERIES | TYPE | DEL.SIZE| 12 | 15 | 18 | 21 [ 24 | 27 [ 30 | 34 | 36 | 40

5 | SISP5HH/SITPSHH | MICRO V7 | 2.5x2 640 | 600 | 550 | 472 | 390 | 250 | ** * *

5 | SITP5LH9 | JAMBO | V9 | 2.5x2.5 1030 | 940 | 850 | 750 | 640 | 450 | ** | ** | = | =

5 | SITP5SHH9 | JAMBO | V9 | 2.5x2 640 | 590 | 550 | 470 | 390 | 260 | **
7.5 HP OPENWELL SUBMERSIBLE PUMP SET

HP | MODEL | SERIES | TYPE | DEL.SIZE| 20 | 24 | 27 | 30 | 33 | 36 | 38 | 40 | 42 | 45 | 50

7.5 | SITP75LH9 | JAMBO | V9 | 2.5x2.5 970 | 940 | 900 | 820 | 700 | 580 | 430 | ** | ** | *

7.5 | SITP75HH9| JAMBO | V9 | 2.5x2 660 | 610 | 570 | 540 | 500 | 420 | 250
10 HP OPENWELL SUBMERSIBLE PUMP SET

HP | MODEL | SERIES | TYPE | DEL.SIZE| 28 | 30 | 33 | 36 | 39 | 42 | 45 | 49 | 52 | 54 | 56

10 | SITP1OLH9 | JAMBO | V9 3x3 1140| 1060 | 960 | 860 | 750 | 600 | ** | ** | ** | = | =

10 | SITP10HH9| JAMBO | V9 2.5x2 1000 | 920 | 850 | 710 | 610 | 550 | 450
NEW SEARIES EXTRA LH

HP | MODEL | SERIES | TYPE | DEL.SSIZE| 6 | 9 | 12 | 15 | 18 | 21 | 24 | 27 | 30 | 33 | 36

5 |SITPSLH9 EL26| JUMBO | V9 3x3 | 1300 1250 | 1200| 1080 | 800 | 450 |[200 | ** | * | * -

5  |SITPSLH9 EL22| JUMBO | V9 4x4 | 1500 | 1340 | 1235|1130 | 600 | 220 |** [ * | = | = =

7.5 [SITP75LH9 EL36| JUMBO | V9 3x3 1300 | 1250 | 1200 | 1080 | 800 | 700 | 400 | **

7.5 [SITP75LH9 EL28| JUMBO | V9 4x4 1800 | 1680 | 1480 | 1340 | 1235|1130 | 600 | ** | ** =
NEW SEARIES EXTRA LH

HP | MODEL | SERIES | TYPE | DEL.SIZE| 30 | 33 | 36 | 39 | 42 | 45 | 48 | 51 | 54 | 57 | 60

3 [SITP3HH9 EH36| JUMBO | V9 2.5x2 | 220 | 180 | 140 | ** | x| e | owe poee e Do o

5 |SITPSHHY EH46| JUMBO | V9 2.5x2 | 570 | 530 | 470 | 400 | 320 | 140 | ** [ == | x| e | o

7.5 |SITP75HH9 EH60| JUMBO | V9 2.5x2 620 | 570 | 550 | 490 | 380 | 210 | 150 | **

10  [SITP100HH9 EH64| JUMBO | V9 2.5x2 700 | 620 | 580 | 460 | 250
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Verticle Openwell
Submersible Pumps

Technical Specifications

. MAX. 120 Meter
. MAX. 800 LPM

e Head Range
e Discharge Range
¢ Motor Rating

e Voltage Range : 150V to 440V (3 Phase)

Sanjivani Industries, Makes Reliable, efficient and durable
Verticle Openwell Submersible pump sets of best quality as per
1S : 14220-1994 Following are the salient features of Verticle
Openwell Submersible pump sets with water filled Motor.

Salient Features

® Design for wide voltage range.

e Manufactured using a much sophisticated control process to ensure
reliability & Long life of the Pump.

e Design for underwater Application.

® Heavy duty and easy to install.

® Full casting stator tube as well as stainless steel shaft.

e Domestic water supply - Apartment, Building & Hotel
e Fountains.

® canels & Rivers

e |rrigation from openwell where level fluctuate.

Material of Construction

e Stator Tube Cast Iron FG 200 Grade.

® Thrust Bearing : Carbon/Teflone v/s Stainless Steel.

e |mpeller Cast Iron FG 200

e Pump Volute Cast Iron FG 200 Grade.

® Motor Shaft SS 410 AS PER IS : 1570

e (Casting part C.I. FG 200 AS PER IS : 210

e Stamping Silicon Steel. AS PER IS : 648

® Copper . E.C. Grade (99.96%) AS PER IS : 613
® Bush : Bronze LTB4 AS PER 15:318

e Rotor . Copper Rotor, High Preesure Die Cast

: 3.0 HP to 10 HP in Three Phase - 380V / 415V, 50Hz, AC Supply,

VERTICAL OPENWELL SUBMERSIBLE PUMP SET

SIVTRF150 OUTLET SIZE : 65MM
MOTOR RATING STAGE ’ DISHCHARGE IN LITER PER MINUTE
KW | H.P e 140 | 200 | 280 | 330 | 370 | 480 | 550
2.2 3 2 " 39 37 35 32 29 21 15
3.7 5 3 = 58 | 56 | 53 | 48 | 44 | 32 | 22
5.5 7.5 4 A 78 75 70 64 58 43 30
5.5 7.5 5 n % | 93 | 87 | 80 | 72 | 52 | 37
7.5 10 6 117 | 112 | 106 | 96 | 88 | 64 | 45
SIVTRF250 OUTLET SIZE : 65MM
MOTOR RATING STAGE v DISHCHARGE IN LITER PER MINUTE
KW H.P < 230 | 320 | 380 | 450 | 530 | 650
3.7 5 2 = 44 | 42 | 36 33 26
5.5 7.5 3 z 66 | 63 54 | 50 | 39
7.5 10 4 -, 38 84 72 66 52
7.5 10 5 T 100 | 95 80 | 72 | 55
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*Research & Development

It takes relentless research and product enhancement to achieve
-q a leading position in the industry. At sanjivani Pumps, we are
i consistently striving to develop new products by incorporating
the latest technology. We do path-breaking research work at our
R&D department to make your life easy with the latest
Innovations in pumping solutions, with customized design to suit
your unigue requirements.

Improvement and renewal of production in Sanjivani Industries
IS @ continuous process, so all the data and other materials here
areunderthe change!

The Roadmap...

Through R&D, develop new designs and
products to cater to the requirements of changing
customer needs and opportunities

To improve and develop world-class health &
safety standards and welfare activities, and offer
growth opportunities to our employees.

Quality Policy

We strive to provide quality products and after sales services that consistently meet
our customers' expectations. We are committed towards excellence and conscious
Improvements, so that we can endow our customers with best products and services
keeping in mind the welfare of the society and environment as well. We aim to
achieve our objectives by involving our work —force, adroitly upgrading technology,
adheringto emphasizing on continualimprovementin:

e Quality ofthe product and services

e Compliance of quality management system

Consciousness
Accuracy

Explained simple words, excellence is what we strive for and subsequently, quality FOdus
Consistency

reflectsin our products.

It is our promise that you will get complete satisfaction compared to the cost of the
Sanjivani Industries. Our entire mechanism is keeping the quality at the center, it is
working. So whether you are doing a one pump Buying or buying in bulk We do not
ever think of avoiding cost deductions, never worrying about saving time in
production processes or testing, never using arthritis malls and never engaging in
profiteering with fraud, ours product is always better than ever. The quality is being
given at reasonable prices because we know that the quality production that has
been satisfying for years and year is the only form of our ability to survive and
succeed.

Retinue

OUR STRENGHT

Our Strength We Have Qualified And Experienced
Team Who Has Very Deep Knowledge Of Their Work
And Having All The Information Which Can Satisfy
Our Valuable Customers

We value our work

We take pride in doing what we do. We strive to create
pumps of the highest quality to deliver ample of water to
homes, factories and farms across the word. We constantly
challenge ourselves to deliver best pumping solutions with
a wide range of pump-sets which caters to our global
customers providing right amount of water, and give
maximum output at the lowest input, thereby saving
electricity and contributing to a greener world.

We Value Our
Customers

We value our employees

People are at the core of Sanjivani Industries philosophy.
We have a work culture that enables our employees to take
ownership, leadership and responsibilities.

We value our customers

We take pride in living up to the expectations of our
customers because in their success lies our success.
We partner our customers through a plethora of
pumps that suits their needs and back it with
excellent service support. Their satisfaction
remainsthe focal point of our business.

INDUSTRY _UHEANIZATIBH — CHUTPEED
~SECTION. Y'YV _CITATIONS
orontcon ~aOAES  BENEFITS

UGS Camae e
SO0 AMEREzse  nigBETWEEN
m-"pﬁ'&‘ﬁ‘ﬁ'&ﬁ"‘]ﬂ[lGETHE INTERNE T,

o RK A e
SUECESS COLTABORATION “Hee

R R e W L = A L b L

¢




